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FM COMVAQWINGPAC WHIDBEY ISLAND WA//N4//
TO VAQWINGPAC
INFO NATEC DET WHIDBEY ISLAND WA//3.7BD//
NAS WHIDBEY ISLAND WA//N41/N42//
ATRTEVRON NINE CHINA LAKE CA//
VAQRON TWO ZERO NINE

RT
UNCLAS //N04790//
MSGID/GENADMIN/ /

SUBJ/COMVAQWINGPAC MAINTENANCE ADVISORY (CMA 02-01)//
REF/A/DOC/NAVAIR/30SEP96//

AMPN/NAQ1-85ADC-2-62 WITH CHANGE 2//

POC/K.C. O'BRIEN/AEC/CVWP N4242/-/TEL:DSN 257-3986//

RMKS/1. THIS ADVISORY IS APPLICABLE TO ALL VAQWINGPAC ACTIVITIES
AND SHALL BE REQUIRED READING FOR WORK CENTERS 020, 040, 210 AND
220. IT CONTAINS INFORMATION ON DSDC FAULT ISOLATION.

2. DURING THE PAST SIX MONTHS THE PROWLER COMMUNITY HAS EXPERIENCED
A HIGH (85.2 PERCENT) A-799 RATE ON DSDC'S TURNED IN FOR REPAIR. THE
AVDLR COST IS 5K PER REQUISITICON REGARDLESS OF DEFECT.

3. MAJORITY OF UNITS RETURNED HAVE FAULT CODE (07), STORED IN
MEMORY INDICATIVE OF A PROBLEM WITH THE SEARCH RADAR ANTENNA
PEDESTAL. FAULT CODE (07), ONE OF ELEVEN CODES THAT CAN BE
ATTRIBUTED TO AN EXTERNAL SYSTEM DISCREPANCY ARE DETAILED IN REF A,
WP 009 00, PG 17, PARA 59 THRU 125.

4. STEP 65A (NOTE) STATES: "EXTERNAIL INTERFACE EQUIPMENT OR WIRING
FAILURES MAY LEAD TO ADVERSE DSDC LOADING CONDITIONS" RESULTING IN
GENERATICON OF CODES.

5. TO PREVENT UNNECESSARY DSDC REMOVALS ENSURE COMPLIANCE WITH REF
A, UTILIZING DSDC BIT RETEST CABLE {(3611AS100-1) TO DETERMINE IF
FAULT LIES IN ASSOCIATED AIRCRAFT COMPONENTS OR WIRING VICE THE DSDC.
6. MAINTAIN A COPY OF THIS MESSAGE WITH AIRPAC AMMT'S. LAST CVWP
ADVISCORY: (CMA 01-01) DTG 0417527 JAN 01.//
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